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NOTE A:

1800 mm ON UPGRADE

SIDE OF CONTINUOUS GRADE
300 mm ON DOWNGRADE SIDE
OF CONTINUOUS GRADE OR

AS DIRECTED.

CURBING

]

MINIMUM DEPTH UNLESS
SPECIFICALLY ORDERED
OTHERWISE UNDER TRAV-
ELWAY 500 mm, UNDER UN-
TRAVELED AREAS 75 mm.

BRICK, CLASS "A'' CONCRETE, OR
MASONRY CONCRETE UNITS WHERE
BRICK OR MASONRY CONCRETE UNITS
ARE USED. CORBELLING WILL BE
PERMITTED. MAXIMUM CORBEL TO BE

#13M BARS 1220 mm LONG

75 mm. NO PROJECTION SHALL EXTEND

INSIDE OF LIMITS NOTED BY ==.

CURBING

WIDTH AS SHOWN
ON CROSS SECTION

VARY CROSS SLOPE OF
GUTTER TO MATCH CROSS
SLOPE OF GRATE

Tl

VARY CROSS SLOPE OF
GUTTER TO MATCH CROSS
SLOPE OF GRATE

1200 mm WHERE C.B.IS IN 1200 mm WHERE C.B.IS |
IN GRADE SAG IN GRADE
SEE NOTE A SEE NOTE A

NORMAL CROSS SLOPE|

OF GUTTER

[ oo 1 |

]
¥ 25 mm DEPRESSION IN A LINE OF CONCRETE OR STONE CURBING &
50 mm DEPRESSION IN A LINE OF BITUMINOUS CONC. LIP CURBING

PROFILE

DETAILS OF DEPRESSED GUTTER STRIP

DRAINAGE OPENINGS IN 4
WALLS AT OR IMMEDIATELY
ABOVE THIS ELEVATION.
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SECTION A-A SECTION B-B
+ WHEN CATCH BASIN IS SET IN CONGRETE PAVEMENT,
THE 47 SLOPE ON THE TOP SURFACE SHALL BE
CHANGED TO MATCH ADJOINING PAVEMENT.
CATCH BASIN WITHOUT SUMP
507-J & 507 .

5. ALL REBARS ARE METRIC DESIGNATIONS.

NOTES:

[EENIE

ALL DIMENSIONS ARE IN MILLIMETERS (mm) EXCEPT AS NOTED.
FOR DETALS OF FRAME AND GRATE SEE STANDARD SHEET M507-K.

. WHERE TYPE "C" CATCH BASIN IS CONSTRUCTED IN PAVEMENT AREA, THE NORMAL CROSS
SLOPE OF THE GUTTER SHALL BE VARIED TO MATCH CROSS SLOPE OF GRATE. DETAILS ARE

b

o

SHOWN ON THIS SHEET.

ALL FACES OF STRUCTURES IN CONTACT WITH CONCRETE PAVEMENT TO BE COVERED WITH A
LAYER OF TAR PAPER. COST TO BE INCLUDED IN PRICE BID FOR CATCH BASIN. THE COST OF

ALL REINFORCING STEEL SHALL ALSO BE INCLUDED IN SAID BID PRICE.

. WALLS OF ALL CATCH BASINS OVER 3000 mm DEEP TO BE INCREASED TO 305 mm THICKNESS.

o

INSIDE DIMENSIONS TO REMAN THE SAME. FOR TYPE OF CATCH BASIN
SHEETS M507-1 AND M507-J.
ALL REBARS ARE METRIC DESIGNATIONS.

CATCH BASIN WITHOUT SUMP

TOP SEE STANDARD

507-M




